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. Insert fabric roller link (A-A-1) into fabric roller bar (A-2) and tap into place with a mallet.

. Use 4 (S) screws to secure (A-A-1) in place

. Insert fabric roller link (A-A-1) into fabric roller bar (A-1) and tap into place with a mallet.

. Use 4 (S) screws to secure (A-A-1) in place.
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. Insert torsion bar link (B-B-1) into torsion bar (B-2) and tap into place with a mallet.

. Use (T) screws to secure (B-B-1) in place.

. Insert torsion bar link (B-B-1) into torsion bar (B-1) and tap into place with a mallet.

. Use (T) screws to secure (B-B-1) in place.
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. Insert front bar link (C-C-1) into front bar (C-2) and tap into place with a mallet.

. Use 4  (S) screws to secure (C-C-1) in place.

. Insert front bar link (C-C-1) into front bar (C-1) and tap into place with a mallet.

. Use 4 (S) screws to secure (C-C-1) in place.
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G-1
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. Use 4  units of bolt (G-G-1) to secure (G-1) and (G-2) together.

. Insert the completed roller with fabric into cassettw (G-2);  the end of roller end cap (F-2)  will

  stick out of the end of (G-2).

. Repeat with the other end of the completed roller into cassette (G-1).
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 assemble LED 

 a.    stick adhesive LED tape (D-1) which with two plugs on to LED groove on 
        cassette （G-1） 
 b.    stick adhesive LED tape (D-2) on which only with one plug to LED groove on 
        cassette （G-2） 



E-1

E-2

         c.    fix plastic cover（E-1）to LED groove on cassette（G-1）fix plastic cover 
        （E-2）to LED groove on cassette（G-2） 

 d.    connect motor (F) to LED tape (D-1), and thenLED tape (D-1) to LED 
         tape (D-2)with plugs on them and lock each other tightly 
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